Background: Device-based fully automatic pacing capture detection is useful in clinical practice and important in the era of remote care management.
Introduction
The development of a fully automatic pacing system [1, 2] is becoming increasingly important in today's remote-control era and is driven by the need to both improve patient safety and ensure pacing therapy. Device-based capture detection enables stimulation parameters to be continually adjusted in the ambulatory setting. This allows narrower safety margins to be used and prolongs the life of the device. Many of the follow-up tasks of the pacemaker and Contents lists available at ScienceDirect journal homepage: www.elsevier.com/locate/joa implantable cardioverter defibrillator (ICD) are performed routinely and reported automatically by the device itself on the first programmer screen (fast-path). These tasks include measuring battery voltage, lead impedance, and sensed electrogram amplitude. Automatic programming adjustments for rate response, mode switching, and atrial-ventricular (AV) interval adaptation are commonplace [3] [4] [5] [6] . These data are useful for both in-clinical and remote follow up. This capability was first described by Funke [7] in 1972. Currently, various pacemakers are able to detect ventricular capture automatically, a feature that has yielded benefits [8, 9] . Furthermore, software-based solutions for pacing the cardiac chamber of interest with the lowest feasible energy and good safety margin can increase the life of the device.
Both surface and endocardial atrial signals have low amplitude and can be difficult to process because they are difficult to distinguish from signals originating from other sources. However, the availability of remote-control systems that allow the home management of patients with implantable devices has prompted researchers to develop more reliable algorithms for the automatic management of atrial capture.
The methods used for this purpose are, substantially, the analyses of atrial potentials, evoked atrial potentials [10] , and ventricular rhythm in cases of stable spontaneous AV conduction [11] .
Recently, St. Jude Medical (SJM) has proposed an updated version of its algorithm of atrial capture without changing the name (ACAP Confirm s ). The aim of the present multicenter study was to verify the reliability of this new algorithm.
Materials and methods

Objective
The main objective of this study was to verify the effectiveness of the new ACAP Confirm s algorithm in managing atrial capture both in new implants and in patients undergoing device replacements. Effectiveness was defined as the number (%) of patients in whom ACAP Confirm s could be activated successfully by means of the in-clinic automatic threshold test, which means that the ACAP Confirm s is recommended by the device at the end of the test, and a threshold has been identified. The secondary objectives were (1) to investigate the relationship with pulse width (performed by considering the percentage of activations recorded by the ACAP Confirm s Merlin PCS programmer at the end of the test run) and (2) to check the clinical equivalence of automatic and manual threshold test results.
Patient population
Data from 318 patients were retrospectively collected in 31 Italian hospitals. Data were collected in accordance with institutional guidelines on ethics. Patients underwent their first implantation or device replacement with a St Jude Medical device (PM, ICD, CRT-P, CRT-D: list of devices in appendix A) installed with ACAP Confirm s algorithm features between May 2011 and March 2012. Zephyr DR pacemakers were excluded because they were equipped with the first version of the algorithm, which had yielded unsatisfactory results [12] . Data from the first routine ambulatory follow-up examination (7 7 2 months [range, 2-12 months]) were also collected from first-time device recipients.
Methods
In cases of new implants, data were collected after the implantation procedure and during follow-up examination; in cases of device replacement, data were collected from the box-change procedure before discharge only. Atrial capture thresholds were measured in automatic and manual modes with different pulse durations (0.2, 0.4, and 1.0 ms). If the algorithm could not return a threshold measurement, the reason was documented, and an "intention-to-treat" approach was adopted (the first attempt result was considered, although the result could easily be overcome by a second attempt, e.g., fusion could be prevented by increasing the threshold test rate).
The new version of ACAP Confirm s uses the morphology of the evoked response to determine capture versus non-capture by using a correlation score that compares the waveform shape independently from the absolute amplitude. This morphology template is stored during loss of capture and is not visible. The template is created before each threshold search both in-clinic and out-of-clinic. The threshold test will automatically be performed if ACAP Confirm s is recommended. Moreover, ACAP Confirm s outof-clinic testing could be programmed every 8 or 24 h.
Statistical analysis
Categorical variables describing the patient population are expressed as absolute numbers and percentages, whereas continuous variables are shown as means (with standard deviations [SD]) or medians (with quartiles) for continuous variables. Non-continuous variables were compared by using Fisher's exact test. Normally distributed, continuous variables were compared by using two-sample t test for independent variables or paired t test for paired data. Nonparametric Wilcoxon signed rank (for paired data) tests were used for non-normally distributed variables. All P values were two sided, and a P value of o0.05 indicates statistical significance. 3. Results
Patient demographics
A total of 318 patients were enrolled in the registry between May 2011 and March 2012. Of these patients, 237 underwent implantation of a new device and 81 device replacements.
A total of 183 patients underwent follow-up examination at 7 72 months. In the remaining cases [54], 12%, 2%, 36%, 2%, and 48% of patients had missing auto threshold capture test results at follow up, died, dropped out owing to atrial fibrillation (AF), had dislodged atrial lead, and underwent follow-up examination in another center or were lost to follow up, respectively.
The contribution of each center varied, and enrollment ranged from 3 to 34 patients per center (median, 10; IQR, 6.5-15).
The cohort was 66% male, and age ranged from 43 to 91 years.
Implanted leads and devices
Bipolar atrial leads from eight manufacturers were implanted (Table 1) ; 83% of leads were of passive fixation. The most common lead location was the right atrial appendage (97.0%). The other locations were the atrial lateral free wall (2.0%) and septum (1.0%). Atrial leads were newly implanted in 237 patients (75%). The remainder had chronic atrial leads (5 72.4 years).
The devices implanted were dual-chamber pacemakers (50%), biventricular pacemakers (2%), dual-chamber implantable defibrillators (17%), and biventricular defibrillators (31%).
ACAP reliability
The ACAP Confirm s algorithm returned a measured atrial threshold in 211/318 (66%) patients, particularly, in 154/237 (65%) of first-implant patients and in 57/81 (71%) of device replacements. The success rate was 88% (161/183) during follow-up examination in the newly implanted devices; this was significantly higher than the implant time rate (65%; p o0.001). In the newly implanted patients, 86% of tests were performed on the day of implantation/right after the procedure, 10% on the day following implantation, and the rest (4%) within 6 days. In the same population, automatic capture tests at early post-implantation and at the first follow-up ambulatory visit had the same performance at the two evaluations (either activable or not) in 73% of cases; the algorithm performed well on follow up, but not on implantation (only in 4% of the patients did the algorithm perform well on implantation but not on follow-up) in 23% of cases, suggesting that inflammation/maturation lead processes might play a role in the success of the algorithm.
With regard to new implants, no significant difference in reliability was found among leads from different manufacturers, In contrast, the algorithm was activated in 46/55 (84%) devices equipped with SJM leads against 11/24 (46%) devices with non-SJM leads (p ¼ 0.002) in cases of device replacements.
Tests were performed at different impulse widths (0.2, 0.4, and 1 ms ; Fig. 1) ; the algorithm could be activated in 327/485 (67%), 342/487 (70%), and 201/484 (42%) cases at 0.2 ms, 0.4 ms, and 1 ms, respectively. Manual and automatic measurements are presented in Fig. 2 , which shows the results of Pearson correlation analysis. Overall, the correlation between automatic and manual threshold tests was greatest at 0.2-ms pulse width (r ¼0.82), whereas the analysis of atrial leads by manufacturer (SJM vs. non-SJM) revealed a better correlation at all pulse widths (Fig. 2) with leads produced by the same device manufacturer (Fig. 2, correlation 
ms).
The reasons for ACAP Confirm s threshold test failure, aside from competitive heart rate, PAC (Premature Atrial Contraction)/ PVC(Premature Ventricular Contraction), or noise that can temporarily impair successful ACAP Confirm s testing (27%, Table 2 ),
were documented in (51/120) patients wherein ACAP Confirm s test was not successful at the first attempt. The most common reason (number 3) was that the manufacturer declared an unsatisfactory match between atrial capture-evoked response and the template collected owing to fusion (33%, Table 2 ). Competitive heart rate, PAC/PVC, or noise, and "test canceled owing to safety margins not met (3)" (27% þ33%) are often transient, and a new attempt could yield a positive ACAP Confirm s automatic threshold test result.
Discussion
This is the first report on the current ACAP Confirm s release.
This study investigated the accuracy and applicability of the ACAP Confirm s algorithm in pacemakers and ICDs. The results showed that the algorithm operates as intended, and that ACAPdetermined thresholds are similar to manually measured atrial thresholds. Polarization values gradually increase with pulse width as previously described by Luria [13] . Considering the correlation between manually and ACAPdetermined thresholds, a better correlation overall emerged at all different pulse widths when both the device and leads were from the same manufacturer; the best correlation was seen at the lower pulse width when the leads were from different manufacturers.
One important finding is the reliability of ACAP at different pulse widths, which enables current drain to be minimized in the event of pacing threshold increase by avoiding voltage multipliers [14] . Indeed, this feature differs across manufacturers, being available only in SJM and Biotronik devices, and can enable automatic voltage/duration adjustment in the event of a threshold increase, thereby maximizing device longevity.
A previous study conducted on the old ACAP algorithm [12] found that the system was activated only in 1% of patients in the acute phase, and that this figure increased to 50% after two weeks. In contrast, the new algorithm displayed a significantly higher percentage of activation immediately after implantation in our experience. However, the system was activated in a significantly higher percentage of patients during the first follow-up examination than immediately after implantation (p o0.001) similar to the previous study [12] .
Our experience shows that the reliability of ACAP improved in the early days after atrial lead implantation, regardless of the fixation type, and no significant difference was found among leads from different manufacturers. The activation rate was markedly higher in comparison with the older algorithm.
Older leads, particularly non-SJM leads in patients undergoing replacement, yielded a lower ACAP success rate. This was mainly due to the manufacturing process, wherein non-SJM leads were not specifically designed to achieve low polarization. This aspect is of key importance when it comes to the detection of low voltage signals, such as atrial signals.
The algorithm was seen to work better with new leads from several manufacturers than with lower polarization leads; it worked better when both the device and leads were from the same manufacturer in cases of older leads.
Conclusions
This study of 318 device recipients installed with ACAP Confirm s demonstrated that the algorithm is accurate and reliable over the medium term. The new version of ACAP Confirm s proved to be already operational pre-discharge, and its activation was seen to have increased further at the first follow-up examination (the time from lead positioning/acute inflammation and, lead type might play a role in this increase in cases of device replacement).
Study limitations
ACAP Confirm s measurements were limited to patients who did not have chronic or persistent AF, as this capability is available in DR and CRT devices only. In this study, the first test was performed before discharge from the hospital after device implantation/replacement; this means that the ACAP Confirm s test was performed at the same time in all patients. We noted that measurements obtained on the day of implantation differed from those obtained after one day, although the sample was not large enough to show any statistical significance. Finally, as this study was not a prospective randomized controlled trial, the ACAP Confirm s function was not programmed to specific settings after implantation. 
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